PANEL GUIDE

PANEL BASE

aty
Product panels
80 (pair) 1 pcs
400 1 pcs
610 1 pcs

Max Panel thickness
mm
18,5
18,5
18,56

inch
3/4"
3/4"
3/4"

Weight
Kg lbs
0,7 15
1,7 3,7
2,5 )3

Can handle most materials up to 18,5 mm (3/4 inch) thickness. Recommended maximum panel height approx 1800mm depending on the material.

Note that 50 mm (1 inch) at the bottom becomes invisible in the system L-extrusion.

Up to 18,5mm (3/4") thickness
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ACCESSORIES

Magnet Frame

aty Frame Dimensions Panel size Weight
Product panels mm inch mm inch Kg Ibs
400 x 1600 2 pes 405 x 1590 16" x 625/8" 400 x 15635 153/4" x 607/16" 1.8 4,0
400 x 1800 2 pes 405 x 1790 16" x 701/2" 400 x 1735 153/4" x 685/16" 1,9 4,2
610 x 1600 2 pes 615 x 15690 247132" x 625/8" 610 x 1635 24" x 607/16" 2,0 4,4
610 x 1800 2 st 615 x 1790 247132" x 7Q1/2" 610 x 1735 24" x 68d/16" 21 4,6
The panel should have a maximum thickness of 350 - 420 micron.
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8 *3% Weights refer to complete package with bag/box without panels. Facts and figures are specified with reservation for product modification, change in assortment as well as prinfing errors.

PORTABLE DISPLAY SYSTEMS



